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Tarbela Dam in Khyber Pakhtunkhwa

Tarbela Dam Project
This project helped modernize three (out of the total of 14)
generators at the Tarbela hydroelectric power station in
Khyber Pakhtunkhwa near the border with Afghanistan. By
upgrading three generator units, the project have restored
or added 128 megawatts of power­generating capacity; this
amount of power is sufficient to supply electricity to 290,000
families. Through this project, USAID also provided spare
parts for preventive maintenance of the power station and
trained plant staff to oversee operations and maintenance in
accordance with the standards of Pakistan's Water and
Power Development Authority.

OBJECTIVES

The project seeks to mitigate Pakistan's energy shortage by
adding 128 megawatts to the national grid through the
rehabilitation of Tarbela Dam.

MAIN ACTIVITIES

Rehabilitate the worn­out windings at three power
generation units at the plant (units 1, 3, and 4) to restore
and increase the power production capacity of the plant
by 128 megawatts.

Supply essential spare parts i.e SCADA System and
Digital Governors Installations, install pumps, seals, and
guides for the relief and bypass valves at units 1­10 to
increase the lifespan of the plant.

Train plant operators and provide spare parts for the
continued maintenance of the plant

RESULTS TO DATE

Upgrades of the three power generation units have been completed, restoring 128 megawatts of power­
generation capacity. This amount of power is sufficient to provide continuous electricity supply approximately
290,000 families (two million customers). To produce this amount of power, the country would have to import
600,000 barrels of oil; therefore, the upgrade has also saved the Government of Pakistan $60 million in annual
oil purchases.

20 Tarbela engineers trained on the operations, maintenance, and monitoring of hydroplants

New pumps, spare seals, and guides for the relief and bypass valves installed at units 1­10 to extend the
lifespan of the plant.


